Administrative Alternates

DEVELOPMENT
SERVICES
DEPARTMENT

Development Services Customer Service Center | 1 Exchange Plaza, Suite 400 | Raleigh, NC 27601 | 919-996-2495 | efax 919-996-1831

Administrative Alternate Request: Requested in accordance with UDO Section 10.2.17

OFFICE USE ONLY

Site plan and supporting documents attached.

Section(s) of UDO affected:7.2.5.C.1"Trash Collection" and 12.2 "Front Wall Plane"

Alternate requested is that Darden be allowed to construct the trash enclosure per the submitted plans which is
consistant with the previous tenant's trash enclosure and that of the remainder of the buildings along the Brier Creek
Parkway approved by the City of Raleigh with the construction of Brier Creek Commons Shopping Center.

Provide an explanation of the alternate requested, along with an applicant’s statement of the findings (below)
A The propcsed trash enclosure meets the reqmrements outlined in sec 7.2.5.C.1 of the UDO. B. The proposed Alternate is consistant with the surroundlng

Provide aII assocuated case plan numbers mcludlng zoning and site plan Case plan #594912

Transaction Number

Property Address Date
8115 Brier Creek Parkway, Raleigh, NC 27617 7-10-19
Property PIN Current Zoning

0768460198 Commercial Mixed Use CX-5-PK

Nearest Intersection
Arco Corporate Drive

Property size (in acres)
1.38 acres

Property Owner
Brier Creek Commons, LLC

Phone Mail 5950 Fairview Rd,
704-295-4000 Charlotte, NC 28210

Email
sodonnell@aacusa.com

Project Contact Person
Jack Degagne,

ai 1000 Darden Center Dr.
Orlando, FI 32837

Phone
407-342-6781

N
Sworn and-subscribed before me this (Z g day of

July /P
v

Email
Da/gen Inc. jdegagne@darden.com
Email
% wnerW pherndon@aacusa.com
otary
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VICINITY MAP:

NOT TO SCALE

GENERAL NOTES:

REFER ALSO TO SPECIFICATIONS, "SP” SHEETS, ELECTRICAL DRAWINGS AND CIVIL
DRAWINGS FOR PERTINENT INFORMATION.

2.  THE INFORMATION SHOWN HEREIN WAS TAKEN FROM SURVEY PROVIDED BY THE
OWNER. VERIFY SETBACKS WITH CODE OFFICIAL PRIOR TO CONSTRUCTION.

3. THE LOCATIONS OF ALL UTILITIES SHOWN ON THESE PLANS ARE BASED ON THE
AVAILABLE INFORMATION. THE CONTRACTOR SHALL VERIFY THE EXACT LOCATION OF
UTILITIES WITH THE UTILITY OWNERS PRIOR TO COMMENCEMENT OF CONSTRUCTION.

4. ALL HANDICAP SITE FEATURES SHALL BE CONSTRUCTED TO MEET ALL STATE, LOCAL
AND A.D.A. REQUIREMENTS.

5. ANY DISCREPANCY IN THIS PLAN AND ACTUAL FIELD CONDITIONS SHALL BE
REPORTED TO THE OWNER PRIOR TO START OF CONSTRUCTION. GENERAL CONTRACTOR
SHALL BE RESPONSIBLE FOR VERIFICATION OF ALL SETBACKS, EASEMENTS, AND
DIMENSIONS SHOWN HEREON BEFORE BEGINNING CONSTRUCTION.

6. PRIOR TO STARTING CONSTRUCTION, THE GENERAL CONTRACTOR SHALL BE
RESPONSIBLE TO VERIFY THAT ALL REQUIRED PERMITS AND APPROVALS HAVE BEEN
OBTAINED. NO CONSTRUCTION OR FABRICATION OF ANY ITEM SHALL BEGIN UNTIL
THE CONTRACTOR HAS RECEIVED ALL PLANS AND ANY OTHER DOCUMENTATION FROM
ALL OF THE PERMITTING AND ANY OTHER REGULATORY AUTHORITIES. FAILURE OF ARCHITECTS PROJECT
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THE CONTRACTOR TO FOLLOW THIS PROCEDURE SHALL CAUSE THE CONTRACTOR TO b # 19010
A ASSUME FULL RESPONSIBILITY FOR ANY SUBSEQUENT MODIFICATION OF THE WORK
S MANDATED BY ANY REGULATORY AUTHORITY. o
i g 7. THE GENERAL CONTRACTOR SHALL CONTACT ALL OWNERS OF EASEMENTS, UTILITIES CODITCNS 4D DEBNSIONS 44T
3 AND R.O.WS, PUBLIC OR PRIVATE, PRIOR TO WORKING IN THESE AREAS. ARCATECTB Rz Cr AV
) 8. CONTRACTOR SHALL MAINTAIN THE SITE IN A MANNER SO THAT WORKMEN AND PUBLIC DISCREPANCIES BEFORE BEGINNING
SHALL BE PROTECTED FROM INJURY, AND ADJOINING PROPERTY PROTECTED FROM T aALE DA T - PO
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DAMAGE.

9. ACCESS TO UTILITIES, FIRE HYDRANTS, STREET LIGHTING, ETC., SHALL REMAIN
UNDISTURBED, UNLESS COORDINATED WITH RESPECTIVE UTILITY. g

10. CONTRACTOR IS RESPONSIBLE FOR DAMAGE TO ANY EXISTING ITEM AND/OR MATERIAL
INSIDE OR OUTSIDE CONTRACT LIMITS DUE TO CONSTRUCTION OPERATIONS.

11.  ALL DIMENSIONS ARE TO THE FACE OF CURB, UNLESS OTHERWISE NOTED.

12. DO NOT SCALE THIS DRAWING AS IT IS A REPRODUCTION AND SUBJECT TO
DISTORTION.

13. THE GENERAL CONTRACTOR SHALL REMOVE ALL TRASH AND DEBRIS FROM THE SITE %
UPON COMPLETION OF THE PROJECT. %04
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EASEMENT 14. THE G.C. SHALL KEEP THE AREA OUTSIDE THE "CONSTRUCTION LIMITS" BROOM CLEAN
/ DB 8289, PG 2463 ALL TIMES.
15. ALL SITE WORK AND PAVING MUST BE IN ACCORDANCE WITH, OR SURPASS IT 16 A VICLATION O THE LA POR
RECOMMENDATIONS OF SOILS REPORT. IF SOILS REPORT CONFLICTS WITH DRAWINGS ANY PERSON, LNLESS ACTNG LNDER
AND SPECIFICATIONS, THE MORE PROHIBITIVE OF THE TWO SHALL TAKE PRECEDENCE o A
AND BE CONSIDERED TO BE THE INTENT OF THE BID/CONSTRUCTION DOCUMENTS. MEM N ANY WAy

16. ALL PARKING STRIPES SHALL BE 4" WIDE, TWO COATS MIN.

L UNDERGROUND
-TELECOMMUNICATIONS

LINE (TYP.)

OLIVE GARDEN KEY NOTES: ®

. 12" WIDE CONC. APRON (FROM B.0.C.) 15. NEW GREASE INTERCEPTOR, SEE

@ ENDS OF ALL PARKING BAYS (TYP.) PLUMBING DRAWINGS AND SHEET C3.1.
2. LANDSCAPE AREA, SEE L SHEETS. 16. PAINTED "TO-GO” SYMBOL, SEE DETAIL
3. CONCRETE CURB AND GUTTER, SEE f’/ SPZ'Z;
; DETAIL 6,/C4.1. 17. "PUBLIC” BIKE RACK PROVIDED AND INST.
BY G.C. MODEL LBRSPING LOOP BIKE RACK
rercdn /7 4. CONCRETE WALK WITH TURNDOWN, SEE IN GROUND MOUNT, BLACK POWDER COAT
A / (TYPFORINTEROR 7 gg:g%;@gt T#:&D%V&SMQ&(TBE FIN., ANOVA BRAND, ST. LOUIS, MO,
1-800-231-1327. TAIL 11/5P2.2.
D A 800-231-1327. SEE DETAIL 11/SP2.2
, 18. LANDSCAPE LIGHTING, SEE
e 4A. SAWCUT JOINTS MAX. 5’ 0.C. PROVIDE SHEET E11.
, EXP./CONST. JOINTS @ NO GREATER
6oL THAN 100’ LF. OF WALK. 19. TRELLIS, SEE ARCH. DWGS. & 13/SP2.1.
5. "TO-GO” SIGN SEE DETAIL 7/SP2.2. 20. WAITING BENCHES (3), FURNISHED BY

OWNER AND INSTALLED BY G.C..

/ \\\
e SAWCUT/LIMITS 6. ':?S,E;%AP PARKING SIGN, ~ SEE 21. ACCESS RAMP IN CONCRETE, SLOPE
/ e e Ny - MAX. 1:12, SEE DETAIL 2/SP2.2. SIM.
GRADES . 7 LD STONS, STRIPES, ARROWS, 22. GAS METER, SEE SHEET C3.1.

ITALIAN KITCHEN

8. REFUSE ENCLOSURE — SEE DETAIL 23. ELECTRIC METER, SEE E1.1 FOR LOCATION.
1/SP2.1. 24, PAD MTD. TRANS., SEE SHEET C3.1
9. PAINTED HANDICAP SYMBOL, SEE 25. PARKING LOT LIGHT FIXTURE, SEE =
DETAIL 5/SP2.2. SHEETS E1.1, E1.2, C3.2 AND DETAIL x
8/SP2.2 FOR CONCRETE BASE. INSTALL "‘_'
10. HANDICAP PARKING ACCESS, 2/SP2.2. BASE 2.5° MIN. FROM FACE OF BASE TO =
11. NEW HEAVY-DUTY ASPHALT PAVEMENT, FACE OF CURB. z
SEE 1/C4.1. 26. IRRIGATION SLEEVES BY THE G.C., SEE s
11A. NEW LIGHT-DUTY ASPHALT PAVEMENT, SHEET L2.2. 2
SEE 1/C4.1. -
12. CONCRETE PAVEMENT, SEE DETAIL
1/C4.1.
12A. SAWCUT JOINTS, SPACING TO NOT
EXCEED 10'.
13. 2’ CHAMFER TO CONCRETE DUMPSTER
PAD CORNER, TYP.
14. WALL-EYE MIRROR FURNISHED BY G.C.
AND INSTALLED BY G.C. FIELD
VERIFY EXACT LOCATION WITH THE
OWNER PRIOR TO INSTALLATION.
REFER ALSO TO TRASH ENCL. PLAN
1/SP2.1.
SlTE STATISTICS Issue Date: 3-18-2019
REVISION
SITE ADDRESS: 8115 BRIER CREEK PARKWAY
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SPRAY W/ ANTI-DESICCANT AS PER
MFG'S INSTRUCTIONS IF FOLIAGE

IS PRESENT.

TREE WRAP DECIDUOUS TREES

SECURE W/ TWINE (GROUND

LINE TO LOWEST BRANCHES)

GROUND LINE TO BE SAME
AS PREVIOUS

EXTEND MULCH 6" BEYOND
LOWEST BRANCH

REMOVE BURLAP AND TWINE

FROM TOP OF BALL. ———_ |

BACKFILL W/ TOPSOIL AND
PEATMOSS 5:1 RATIO B
VOLUME.

BREAK SUBSOIL

PLANTING & STAKING DETAIL

/,////,,, e / / SAWCUT/LIMITS

7y / OF DEMOLITION
/ MATCH EX. e
5 GRADES _

VICINITY MAP:

NOT TO SCALE
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REFER TO ALL OTHER CIVIL DRAWINGS AND SPECIFICATION SHEETS.

THE GENERAL CONTRACTOR SHALL LEAVE THE SITE AT FINISH GRADE. THE
LANDSCAPE CONTRACTOR SHALL REVISE GRADES AT A MINIMUM TO ENSURE
SMOOTH TRANSITIONS BETWEEN PLANTING BEDS AND LAWN AREAS.

3. PLANT MATERIAL: ALL PLANTS SHALL BE HEALTHY, VIGOROUS AND
REPRESENTATIVE OF SPECIES SPECIFIED. ALL PLANTS SHALL BE WELL
BRANCHED AND PROPORTIONED AND FREE OF ALL INSECTS, DISEASES,
BARK BRUSES, SCRAPES, CRACKED BRANCHES AND PHYSICAL DAMAGE.
SUBSTITUTION OF SPECIES OR SIZE MUST HAVE PRIOR APPROVAL.

PLANT GUARANTEE: ALL PLANTS SHALL BE GUARANTEED TO LIVE FOR
TWELVE (12) MONTHS. THE GUARANTEE SHALL COMMENCE UPON FINAL
ACCEPTANCE OF THE PROJECT. IF ANY PLANTS ARE DEAD OR IN AN
UNHEALTHY CONDITION BEFORE FINAL ACCEPTANCE, THE LANDSCAPE
CONTRACTOR SHALL REPLACE THEM AT HIS EXPENSE. THIS REPLACEMENT
SHALL NOT BE CONSIDERED A "GUARANTEED” REPLACEMENT.

TOPSOIL REQUIREMENTS FOR PLANTING OPERATIONS AND GRADING/MOUNDS
SHALL BE NATURAL FRIABLE, FERTILE SOIL CHARACTERISTIC OF
PRODUCTIVE SOIL IN THE VICINITY. IT SHALL BE FREE OF CLAY LUMPS,
STONES, ROOTS AND OTHER FOREIGN MATTER. ALL FILL TO BE COMPACTED
TO 85% ASTM D698 STANDARD COMPACTION.

6. MULCH: ALL PLANTING BEDS SHALL BE MULCHED 3" DEEP OVER WEED
PREVENTIVE FABRIC.

7. PLANTING PERIOD: EXECUTE ALL LAWNWORK AND PLANTING BETWEEN
SEPTEMBER 1ST AND NOVEMBER 15TH, OR AS OTHERWISE DIRECTED BY THE OWNER.

8. INSTALLATION OF PLANT MATERIAL SHALL BE IN ACCORDANCE WITH THE
AMERICAN ASSOCIATION OF NURSERYMEN LANDSCAPE STANDARDS AND WITH
THE GENERAL PLANTING SPECIFICATIONS AS SET FORTH BY THE GOVERNING
MUNICIPALITY.

9. THE BRANCHES OF DECIDUOUS TREES AND SHRUBS MAY BE SELECTIVELY
THINNED BY UP TO 1/3 IN ACCORDANCE WITH GOOD HORTICULTURAL
PRACTICE, HOWEVER, IN NO CASE SHALL TRIMMING RESULT IN REDUCING THE
OVERALL SIZE OF THE PLANT BELOW THAT SPECIFIED. NEVER CUT CENTRAL
GROWTH LEADER ON EVERGREEN TREES.

10. CONTRACTOR TO FAMILIARIZE HIMSELF WITH ALL UNDERGROUND UTILITIES.
CONTRACTOR TO NOTIFY OLIVE GARDEN REPRESENTATIVE OF ANY
UNDERGROUND OBSTRUCTIONS AND RECEIVE APPROVAL IF NECESSARY, TO
MOVE PLANTS FROM LOCATIONS SHOWN ON PLANS.

11. LANDSCAPE MATERIALS SHALL BE LOCATED SO AS NOT TO OBSTRUCT VISUAL
OR PHYSICAL ACCESS TO FIRE HYDRANTS. LOCATE ALL LANDSCAPE MATERIALS
IN CONFORMANCE WITH UTILITY COMPANY REQUIREMENTS AT TRANSFORMERS,
METERS, OVERHEAD LINES, ETC. SEE SITE UTILITIES PLAN.

12. REMOVE ALL EXCESS ORGANIC MATERIAL FROM SITE AND DISPOSE OF IT IN
CONFORMANCE WITH ALL LOCAL, STATE AND FEDERAL REQUIREMENTS.

13. FERTILIZE ALL PLANT AREAS ACCORDING TO GOOD HORTICULTURAL PRACTICE
FOR EACH PLANT TYPE AND SOIL CONDITION.

14. ALL NON-SHRUB AREAS MUST BE FINISHED WITH LOCALLY GROWN SOD OF A
VARIETY PRODUCING FINE TURFGRASS SUITABLE OF THIS LOCATION.

15. PLANTING LOCATIONS SHOWN ARE GRAPHICAL REPRESENTATIONS ONLY.

16. THE LANDSCAPE CONTRACTOR SHALL INCLUDE 9@ DAYS OF MAINTENANCE
INCLUDING WATERING AND REPLACEMENT IN HIS/HER BID. 9@ DAYS PERIOD
BEGINS UPON FINAL ACCEPTANCE OF PROJECT BY OWNER.

17. WEED CONTROL SCREEN TO BE PLACED BELOW MULCH IN BEDDING AREAS.
18. STEEL EDGE BAND TO BE PLACED @ EDGE OF ALL PLANTING AREAS.

19. ANY ON SITE UTILITIES (BACKFLOW PREVENTERS, GAS METERS, ETC.) TO BE
PAINTED BY GENERAL CONTRACTOR — PAINT TO MATCH ADJACENT SURFACES.

20. LANDSCAPE LIGHTING, CONDUITS, TRANSFORMERS, ETC. TO BE PAINTED —
VERIFY WITH DARDEN PROJECT MANAGER.

21. LANDSCAPING SHALL NOT IMPEDE SIGHT DISTANCE.
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R. MARK NAYLOR, RLA.

239C SOUTHLAND DRIVE

LEXINGTON, KENTUCKY 40503

(859)-276-2006
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PLANT LIST:
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KEY | PLANT REMARKS
@ 'SPARTAN’ JUNIPER AVG. 6-8' HT.
Juniperus chinensis 'Spartan’ CONTAINER OR B/B
> "CADDO’ CRAPE MYRTLE PER PLAN
Lagerstromia indica 'Caddo’ CONTAINER OR B/B
@ OAKLEAF HYDRANGEA 42" HT.
Hydrangea quercifolia CAN — BALLED/BURLAP
@ LITTLE PRINCESS SPIREA NO. 5
Spirea japanica 'Little Princess’ CONTAINER
@ 'DWARF’" BURFORD HOLLY NO. 5
Euonymus dlata 'Compacta’ CONTAINER
@ HICK'S YEW NO. 5
Taxus x media 'Hicksii’ CONTAINER
@ AUTUMN LILY ENCORE NO. 5
AZALEA RHODO. SP. CONTAINER
@ DWARF PAMPAS GRASS NO. 5
Cortaderia selloana "Nand’ CONTAINER
@ 'BIG BLUE’ LILYTURF 1 GALLON
Liriope muscari " Big Blue’ 12" 0.C.
. @ 'STELLA D'ORO’ DAYLILY 1 GALLON CONT.
Hemerocallis x "Stella D’Oro’
® SEASONAL ANNUALS FOR THE PLANTING 4" POTS
SEASON, COLOR AND TYPE TO BE APPROVED
BY DARDEN C.P.M. PRIOR TO PLANTING

ITALIAN KITCHEN

Issue Date: 3-18-2019

REVISION

MULCH REQUIREMENTS:

ALL LANDSCAPE BEDS:

12 — 2" RIVER STONE, LIGHT COLOR OVER WEED PREV. FABRIC, 0.G. CONSTRUCTION
MANAGER TO APPROVE SAMPLE PRIOR TO PLACEMENT - SEE DETAIL HEREON.

ALL BEDS FOR ANNUALS AND LIRIOPE TO BE BLACK HARDWOOD MULCH 3" THICK OVER
PRE-EMERGENT WEED PREVENTER.

LANDSCAPE PLAN

GRAPHIC SCALE:

SCALE: 1" = 20'-0"
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Store #: 6440

OLIVE GARDEN
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Drawing

LANDSCAPE
PLAN
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